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strength as the existing crust on either side of the trench. Care should be taken to avoid formation of
a dip or a hump at the trench. The work should be carried out in one lane while the other lane is kept
open to traffic, or suitable diversion is provided in case of single lane roads. All safety measures like
signs, barricades, flag-men and red lights during night hours should be provided.

Further, location of services without pre-planning prior consultations and approval of Highway
authorities apart from disrupting the highway construction and maintenance works on hand,
necessitates costly relocation and shifting of the services at a future date when developmental works
of the highways are taken up. It is, therefore, reiterated that the contents of the enclosed letter should
be strictly followed. Further, the field officers may be directed to remain in constant touch with the
concerned authorities and ensure compliance of these instructions.

T ' [T4I8 T
No. RW/NHIII/P/66/76 Dated the 20th August, 1982
To

All State Governments/Union Territories
(Deptts. dealing with National Highways)-

Subject : Laying and protection of coaxial and trunk telephone cables belonging to the Posts and Telegraphs Department on
National Highways

Please refer to this Ministry's Circular letter of even number dated the 19th November, 1976
regarding instructions for laying and protection of coaxial and trunk telephone cables belonging to
the Posts and Telegraphs Department bn National Highways. According to para 2.3 of this circular,
the repeater stations are to be enclosed by fencing. The Posts and Telegraphs Directorate have now
intimated that the fencing around station cabins need to be provided only in such cases where the
repeaters are located in private land or in inhabitated areas where.;the problem of squatting may be
encountered. In view of this the provision of fencing is not required in other locations like
uninhabitated areas. However, the requirements of distances from the central line of the nearest car-
riageway to the repeater station and to the fences where provided shall be as per the Ministry's cir-
cular of 19th November, 1976.

2. These instructions may be brought to the notice of concerned officers in your Department dealing
with National Highway works.

1145.9
No. RW/NHIII/P/32/84 Dated the 13th November, 1984
To

All State and U.T. Chief Engineers of P.W.Ds.
dealing with the National Highway works

Subject ; Advance action for location and shifting of utility services in respect of National Highway works.

It is noted that shifting and relocation of utility Services such as electricity lines, water lines,
telephone cables, etc. take long time and it often leads to time and cost over-run on the National
Highway works. It is also observed that the provisions for these items in the works estimates are made
on ad-hoc basis or on insufficient data which are invariably found inadequate during actual execu*

tion of the work.
2. To avoid such occurrences, it has been decided that once land acquisition estimates have been

Sanctioned, the PWD should take up the matter with the concerned agencies for removal of these
utilities at their cost Wherever it has been accepted that the cost of removal etc has to be bome by
the NH authority, then necessary*steps to obtain expeditiously the estimates from the concerned
departments be taken on priority basis and in any case before the estimates for the main projects are
prepared. These shall be submitted separately to this Ministry for sanction. This shall ensure
availability of funds exclusively for these works and their completion in time so that the work on the
highway projects once sanctioited proceeds uninterrupted

3. It is requested that these instructions may please be conveyed to all concerned in your department for
ensuring necessary action.
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